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GOLD SNAKE®

The high-grade water- and cleaning hose

The high-grade water- and cleaning hose is a trademarked article of highest 
quality. A tool with unsurpassed characteristics, robust, nearly indestructible, 
long lasting and of utmost use. GOLD SNAKE® is the right hose for ambitious 
applications. A product that meets all requirements for the building industry, 
for landscape gardening or for machines,apparatus, containers and many other 
applications.

Technical characteristics

Temperature range: -30 °C to +100 °C

Standard Length: 40 m

Colour: Black

Construction

Cover: CR, resistant to oil, grease and chemicals

Reinforcement: Synthetic fibres

Lining: EPDM, black, non-porous, smooth

Marking: Yellow wavy line on black cover, axially applied

Inner-Ø 
mm

Inner-Ø 
Inch

Wall thickness 
mm

WP 
bar

BP 
bar

Bending radius 
mm

Weight/m 
kg

Article no.

10 3/8 3,60 30 90 45 0,160 10042-010

13 1/2 3,90 30 90 50 0,225 10042-013

16 5/8 3,60 25 75 70 0,260 10042-016

19 3/4 4,40 25 75 80 0,385 10042-019

22 7/8 4,50 20 60 100 0,430 10042-022

25 1 4,50 20 60 160 0,490 10042-025

32 1 1/4 5,50 12 36 175 0,760 10042-032

38 1 1/2 6,50 12 36 250 1,050 10042-038

45 1 3/4 7,50 10 30 290 1,480 10042-045

50 2 7,50 10 30 300 1,580 10042-050


