DATA SHEET

Grinin oske

VACUMASTER NR premvium

Abrasion resistant and flexible cassette hose

VACUMASTER NR premiwm convinces with its excellent running properties

in the cassettes and reels of all common sewer cleaning vehicles. The hose
construction enables a high degree of flexibility and handling, even at low
temperatures. This premium boom hose made from a special rubber compound
with an abrasion value in accordance with ISO 4649:2021 < 35mm? promises

a significantly longer service life. VACUMASTER NR premivum is dimensionally
stable and has an excellent bending radius.

With extended cuff on one side.

Technical characteristics

Temperature range: -35 °C to +80 °C
Standard Length: 20 m, 25 m, 30 m
Colour: Black

Construction

Cover: NR/SBR, abrasion and weather resistant

Reinforcement: Two wound textile inserts, double steel wire spiral

Lining: NR/SBR, black, smooth, antistatic, abrasion loss value: < 35mm3

Marking: Transfer tape green [G+L]-Ellipse VACUMASTER NR premium | Individual marking possible

Inner-@ Inner-@ | Wall thickness | Cuff width | Cuff length WP Vacuum | Bending radius | Weight/m .
Article no.
mm Inch mm mm mm bar bar mm kg
101,6 4 8,00 110 125 6 0,90 400 4,938 11513-102
127,0 5 9,50 133 125 6 0,90 600 6,747 11513-127
152,4 6 10,00 160 150 6 0,90 720 8,487 11513-152
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