DATA SHEET

VACUMASTER Ol i2rcnicom

Oil and abrasion resistant and cassette hose

VACUMASTER OM pprevnivum cOnvinces by its excellent operation properties on
all established sewer cleaning vehicles. The construction allows a maximum
amount of flexibility even at low temperatures. Due to its high abrasion resist-
ant lining and cover, VACUMASTER OM premivm guarantees a long operating
life. Furthermore it is dimensionally stable, antistatic, oil resistant and has an
excellent bending radius.

With extended cuff on one side.

Technical characteristics

Temperature range: -35 °C to +80 °C
Standard Length: 20 m, 25 m, 30 m
Electrical resistance: Cover R<10% (O/m
Colour: Black

Construction

Cover: SBR, with fabric impressions

Reinforcement: Textile wrapped, reinforced spring wire spiral

Lining: NBR, black, smooth, antistatic, abrasion resistant

Marking: Blue transfer tape [G+L] — Ellipse VACUMASTER OIL premium — Custom labelling available

Inner-@ Inner-9 Wall thickness | Cuff width WP Vacuum Bending radius | Weight/m .
Article no.
mm Inch mm mm bar bar mm kg
102 4 8,00 110 6 0,90 400 5,100 11523-102
127 5 9,50 133 6 0,90 600 6,440 11523-127
152 6 10,00 160 6 0,90 720 8,220 11523-152
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